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BRAKE PADS INSTALLATION (FOR SW/RW/ALLEGRO CPEO SERIES)
1. Please first remove the brake pad on the original caliper brake. Use a soft brush or cotton 
cloth to clean the brake shoes. 
2. Install the brake pad according to the direction indicated on the brake pad. Make certain to 
tighten the brake pad to the caliper brake and ensure that it will not fall off during use. 
3. Make certain the brake pad is at the correct position in the correct angle. 
4. Make sure that the brake pad is centered on the rim’s braking surface. The brake pad should 
be located midway between the top and the bottom of the braking surface. There should be at 
least 1 mm of space to prevent the brake pad from touching the tire and causing a tire rupture. 
5. Accurate installation of the brake pad is very important because any error in the installation 
can cause product damage and personnel injury or death.

DOUBLE-CHECK AFTER INSTALLATION
1. After installation is complete, please make certain once again that the wheel is positioned 
in the center of the frame and fork. If the wheel is not in the center position, the quick release 
must be opened and re-installed until the wheel is completely in the center position. 
2. Check the brake pad positioned on the two sides of the wheel. Make sure that the brake pad 
is the same distance to the rim on both sides. If there are any brake pad installation problems, 
please reference the brake pad installation. 
3. If the wheel cannot be correctly placed in the center position, or if there are any installation 
problems, please inquire with a professional bicycle mechanic or CRODER® authorized dealer. 
4. Before riding, re-check your tire and tire pressure is accurate. Make certain there is no 
damage
to the tires and that there is sufficient tire pressure to ensure riding safety.

MAINTENANCE
1. Please use designated bicycle cleaning agent and water to clean the wheels. Avoid using 
high temperature and strong acidic cleaning products to clean the wheels, which can easily 
cause wheel damage. 
2. When transporting wheelsets, please place wheels in a protective wheel bag. Any brand 
of wheel bag can protect your wheels, or purchase a manufacturer wheel bag from your 
CRODER® dealer. 
3. CRODER® manufacturer recommendation is to check the tire and the wheelset after each 
ride. After riding 400 km, change the brake pad, rim strip, and tire. Apply lubricating grease to 
various machine parts to extend product life. 
4. For more maintenance information, please inquire with a professional bicycle mechanic 
or CRODER® authorized dealer. 

 WHEELS WITH DISC BRAKES (FOR INTERWAY & MTB WHEEL SERIES)
1. Before installation, make certain the rotor you are using is an international 6 – bolt disk brake 
system or a center lock disk brake system. Choose and install an accurate wheelset according 
to your disk brake system. 
2. The rotor must be located in the center of the disk brake caliper. If the rotor cannot be 
installed in the correct position, please reference the disk brake manufacturer’s manual. 

END CAP CONVERSION (FOR INTERWAY & MTB WHEEL SERIES)
1. Please use designated bicycle tool to remove the wheelset side cover. Avoid using sharp tools 
for removal, as this can damage the side cover or the body, making them unusable. 
2. While removing and changing the end caps, apply professional lubricant grease on the 
inside of the side cover to extend product life.

FRONT WHEEL INSTALLATION
1. Place the front tire in the fork dropout. If the tire you are using has indicator arrows, please 
make sure your tire is installed in the correct direction. 
2. Install the manufacturer attached front quick release on the front wheel. The quick release 
rod should be on the non-driving side. Make sure the quick release rod is locked tight and shut. 
Please note; when installing the quick release, please make sure that the quick release and the 
fork is lined up and shut tight to ensure the safety of the rider. 
3. Adequately adjust the tightness of the quick release to avoid over locking the quick release. 
Excessive locking strength can cause product damage. 
4. Make certain once again that the installation position is accurate. Check whether the 
product has been damaged to avoid risk to the rider.

REAR WHEEL INSTALLATION
1. Before installing the rear tire, make certain your cassettes have been accurately installed to 
the rear tire. CRODER® wheelset is compatible with most cassettes on the market. If you use 
road bike 9 speed and 10 speed cassettes, you must first install the attached factory spacer on 
the freehub. 
2. When installing the rear wheel, please first pull the rear derailleur downward so the tire 
can be successfully installed to the rear dropout. Place the chain on the smallest gear of the 
cassettes. 
3. Install the factory attached rear quick release to the rear tire. The quick release rod should be 
on the non-driving side. Make sure the quick release rod is locked tight and shut to ensure the 
safety of the rider. Excessive locking strength can cause product damage.
4. Make certain once again that the installation position is accurate. Check whether the 
product has been damaged to avoid risk to the rider.

Closed

Open

Right & Left
Side Dropout

9/10 Spd

11 Spd

A

*

B

Center Lock6 Bolt

*Fixing bolt location may vary

SPECIAL ATTENTION REQUIRED CORRECT USE REMOVE BY HAND HEX TOOL REQUIRED FLAT / CONE WRENCH REQUIRED

A

B

172.5

Step 1

Step 2

Improperly installed parts are extremely dangerous, and can cause severe injuries 
or death. If you have any questions regarding parts installations, please consult a 
professional bicycle technician or your CRODER® authorized dealer.
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